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INTRODUCTION

0 WNERSHIP

Progress Energy Carolinas, Inc. (PEC) is a wholly owned subsidiary of Progress Energy, Inc.
(Progress Energy). Progress Energy is the parent company of PEC and certain other subsidiaries.

PEC is subject to the rules and regulations of the Federal Energy Regulatory Commission

(FERC), the Public Service Commission of South Carolina (SCPSC) and the North Carolina

Utilities Commission (NCUC).

AREA OF SERVICE

PEC territory consists of an area approximately 34,000 square miles, and includes part of

northeastern South Carolina, a substantial portion of the coastal plain of North Carolina

extending to the Atlantic coast between the Pamlico River and the South Carolina border, the

lower Piedmont section of North Carolina, and an area in western North Carolina in and around

the city of Asheville. PEC provides electric services, retail and wholesale, to approximately 1.4

million customers. Major wholesale power sales customers include North Carolina Eastern

Municipal Power Agency (Power Agency or NCEMPA) and North Carolina Electric

Membership Corporation (NCEMC).

TOTAL CAPA CITY RES O UR CE

PEC's eighteen generating plants, composed of fossil, nuclear, hydroelectric, combustion

turbines and combined cycle units, along with purchases and other resources, provide a flexible

mix of supply options, with a summer generating capacity totaling over 14,000 MW, (including

Power Agency's share).



1. The demandand energyforecastfor at leasta 15-yearperiod.

PeakLoad andEnergyForecast

Methodology

PEC's forecasting processes have utilized econometric and statistical methods since the mid-70s.

During this time enhancements have been made to the methodology as data and software have

become more available and accessible. Enhancements have also been undertaken over time to
meet the changing data needs of internal and external customers.

The System Peak Load Forecast is developed from the System Energy Forecast using a load

factor approach. This load forecasting method couples the two forecasts directly, assuring

consistency of assumptions and data. Class peak loads are developed from the class energy using
individual class load factors. Peak load for the residential, commercial, and industrial classes are

then adjusted for projected load management impacts. The individual loads for the retail classes,

wholesale customers, NCEMPA, and Company Use are then totalized and adjusted for losses
between generation and the customer meter to determine System Peak Load.

Wholesale sales and demands include a portion that will be provided by the Southeastern Power

Administration (SEPA). NCEMPA sales and demands include power which will be provided
under the joint ownership agreement with them.

Assumptions

Over the long term, growth in the standard of living, as reflected in personal income and Gross

Domestic Product (GDP) per capita, is expected to slow modestly relative to recent history. The

labor force can be predicted with some reliability because the working population for the early

21st century has already been born. Real dollar prices are used to enhance model reliability
during periods of varying inflation. The forecast assumes that our customers will tend toward
continuing energy efficiency in the future.

The forecast of system energy usage and peak load does not explicitly incorporate periodic

expansions and contractions of business cycles, which are likely to occur from time to time
during any long-range forecast period. While long-run economic trends exhibit considerable

stability, short-run economic activity is subject to substantial variation. The exact nature, timing
and magnitude of such short-term variations are unknown years in advance of their occurrence.

The forecast, while it is a trended projection, nonetheless reflects the general long-run outcome

of business cycles because actual historical data, which contain expansions and contractions, are

used to develop the general relationships between economic activity and energy use. Weather

normalized temperatures are assumed for the energy and system peak forecasts.



Forecast

The Company's Peak Load and Energy Forecast are given in the table below. Wholesale sales

have become more uncertain due to the 1992 Energy Policy Act, subsequent FERC initiatives

related to the wholesale market, the continuing evolution of the wholesale market and market

conditions. As expectations for the various wholesale contracts change, those expectations are
appropriately reflected in the wholesale forecast.

ANNUAL

PEAK LOAD and ENERGY FORECAST

Year

System
Peak Load

(MW)

11,686

PEC System

Energy

(MWh)
2006 64,667,505

2007 11,873 65,414,895

2008 12,168 66,520,164

2009 12,389 67,735,969

2010 12,574
2011

2012

2013

2014

2015

2016

2017

2018

68,731,670

12,810 69,954,428

13,044 71,208,174

13,281 72,482,486
13,517

13,758

14,004

14,245

14,496
2019 14,745

73,734,248

75,004,626

76,297,961

77,555,477

78,851,847

80,140,488

2020 14,994 81,430,892

2021 15,241 82,692,435
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The supplier's or producer's program for meeting the requirements shown in its

forecast in an economic and reliable manner, including both demand-side and supply-side options.

PEC's "June 2006 South Carolina Resource Plan" can be found in Appendices A and B. This

plan represents the self-build option that PEC would pursue absent alternatives. The Company

will, however, pursue other alternatives, including DSM, joint participation in new generation,
and power purchases, if cost effective, in place of the generation additions identified herein.

Currently, PEC is negotiating to procure purchase power contracts for the 2011 and 2013timeframe.
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3. A brief description and summary of cost-benefit analysis, if available, of each option,
which was considered, including those not selected.

Screening of Generation Alternatives

Methodology

Progress Energy Carolinas periodically assesses various generating technologies to ensure that

projections for new resource additions capture new and emerging technologies over the planning
horizon. This analysis involves a preliminary screening of the generation resource alternatives
based on commercial availability, technical feasibility, and cost.

First, the commercial availability of each technology is examined for use in utility-scale

applications. For a particular technology to be considered commercially available, the
technology must be able to be built and operated on an appropriate commercial scale in

continuous service by or for an electric utility. Reasonable levels of detail for emerging

technologies were developed to allow PEC to screen the technology options and to stay abreast
of potential economic benefits as they ma_re.

Second, technical feasibility for commercially available technologies was considered to

determine if the technology met PEC's particular generation requirements and whether it would

integrate well into the PEC system. The evaluation of technical feasibility included the size, fuel

type, and construction requirements of the particular technology and the ability to match the

technology to the service it would be required to perform on the Carolinas system (e.g., baseload,
intermediate, or peaking).

Finally, for each alternative, an estimate of the levelized cost of energy production, or "busbar"

cost, was developed. Busbar analysis allows for the long-term economic comparison of capital,

fuel, and O&M costs over the typical life expectancy of a future unit at varying capacity factorlevels.

For the screening of alternatives, the data are generic in nature and thus not site specific. The
costs and operating parameters are adjusted to reflect installation in the southeastern United

States in current year dollars. The operating characteristics are based on state-of-the-art designs,
and for most technologies the performance and costs are based on a specific unit size. Cost and

performance projections were made with the assistance of EPRI's Technical Assessment Guide
(TAG) software and internal PEC resources.

Capital and operating costs reflect the impact of known and emerging environmental

requirements to the extent that such requirements can be quantified at this time. As these

requirements and their impacts are more clearly defined in the future, capital and operating costs

are subject to change. Such changes could alter the relative cost of one technology versus
another and therefore result in the selection of different generating technologies for the future.



Cost and Performance

Categories of capacity alternatives that were reviewed as potential resource options included

Conventional, Demonstrated, and Emerging technologies. Conventional technologies are

mature, commercially available options with significant acceptance and operating experience in

the utility industry. Demonstrated technologies are those with limited commercial operating

experience and are not in widespread use. Emerging technologies are still in the concept, pilot,
or demonstration stage or have not been used in the electric utility industry. In the most recent
assessment, the following generation technologies were screened:

Conventional Technologies (in common use)
Combined Cycle (CC)

Nominal 240 MW, lxl configuration

Nominal 473 MW, 2xl configuration
Combustion Turbines (CT)

Aeroderivative, augmented
Nominal 80 MW frame

Nominal 170 MW frame

Pulverized Coal (PC)
Sub-Critical

Super-Critical

Demonstrated Technologies (limited commercial experience; not widely used)
Atmospheric Fluidized Bed, Circulating (AFBC)

Integrated (Coal) Gasification/Combined Cycle (IGCC)

Nuclear Advanced Light Water Reactor (ALWN)
Municipal Solid Waste (MSW)
Refuse Tires (TIRES)
Wind

Wood

Emerging Technologies (pilot or demonstration stage)
Fuel Cell (FC)

Solar Photovoltaic (PV)

Of the technologies evaluated, not all are proven, mature, or commercially available. This is

important to keep in mind when reviewing the data, as some options shown as low cost may not
be commercially available or technically feasible as an option to meet resource plan needs and

requirements at this time. In addition, the less mature a technology is the more uncertain and

less accurate its cost estimate may be. As a result of this initial screening process, the following
technologies were eliminated from further consideration by PEC, as discussed below.

Fuel cells appear to be competitive with the CC if projected cost reductions can be achieved, but

they are currently still in the pilot or demonstration stage. Fuel cells can be assembled building
block style to produce varying quantities of electric generation. However, as currently designed,

a sufficient number of fuel ceils cannot be practically assembled to create a source of generation



comparableto otherexistingbulk generationtechnologies,suchasCC. Furtherdevelopmentof
thistechnologyisneededbeforeit becomesviableasaresourceoption.

Generically,wood,municipalsolidwaste(MSW),andrefusetire burninggenerationhavehigh
busbarcosts,aswell aspotentialenvironmentalemissionchallenges.Currently,ourplandoes
include power purchasedfrom an MSW facility under the PURPA Qualifying Facilities
provision.Thesetechnologies,aswell asotherrenewableslike landfill gas,will beevaluatedfor
theireconomicsonacase-by-casebasisandincludedasaresourceoptionif appropriate.

Integrated(Coal) Gasification-CombinedCycle (IGCC) appearsto offer the potentialto be
competitivewith otherbaseloadgenerationtechnologiesandhasfewerenvironmentalconcerns.
This technology,though, has only been demonstratedon a small scale at a handful of
installationsandis not commerciallyavailableat this time. With the possibleneedfor new
baseloadgenerationin thefuture,PECwill continueto monitortheprogressof thistechnology.

Wind projectshavehigh fixed costsbut essentiallyno operatingcosts. Therefore,at high
enoughcapacity factorsthey could becomeeconomicallycompetitivewith the lower-cost
technologiesidentified. However,geographicandatmosphericcharacteristicsaffectthe ability
of wind projectsto achievethosecapacityfactors. Windprojectsmustbeconstructedin areas
with high averagewind speed. In general,wind resourcesin the southeastare limited. The
averagewind speedin thesoutheastis below14milesperhour(exceptoff coastalareas)andis
notsufficientfor windprojectsto beaneconomicalternative.Becauseawindprojectwouldnot
beexpectedto operateabove20-25%capacityfactorin theCarolinasgeographicarea,it isnota
viablealternativefor intermediateduty. Further,becausewind is not dispatchable,it is not
suitedto providereliablepeakingcapacity.

Solarphotovoltaic(PV) projectsarealsotechnicallyconstrainedfrom achievinghigh capacity
factors.In thesoutheast,theywouldbeexpectedto operateatacapacityfactorof approximately
20%makingthemunsuitablefor intermediateor baseloadduty cycles. At the lower capacity
factors,they, like wind, arenot dispatchableandthereforenot technicallysuitedto provide
reliable peaking capacity. Aside from their technical limitations, PV projects are not
economicallycompetitivegenerationtechnologies.

Thecapacityvalueof wind andsolarresourcesdependheavilyon thecorrelationbetweenthe
systemloadprofile andthewind speedandsolarinsolation.A recentUtility Wind Integration
Groupreport notedthat the capacityvalue of wind is typically lessthan40% of nameplate
capacity.Althoughwindandsolarprojectsarecurrentlynotviableoptionsfor meetingreserve

requirements due to their relatively high cost and uncertain operating characteristics, they may
play a future role in PEC's energy portfolio. External economic and non-economic forces, such

as tax incentives, environmental regulations, federal or state policy directives, technological

breakthroughs and consumer preferences through "green rates", may heavily drive these types of
technologies. As part of PEC's regular planning cycle, changes to these external conditions are

considered, as well as any technological changes, and will be continually evaluated for suitability
as part of the overall resource plan.
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For the remainingtechnologies,a more detailedeconomicanalysiswas performed. These
technologiesincluded atmosphericfluidized bed circulating, three types of simple-cycle
combustionturbines,twoconfigurationsof combinedcycle,pulverizedcoal,andnuclear.

AppendixC providesaneconomiccomparisonof all technologiesexaminedbasedon capital,
operating,andfuel costprojections.AppendixD showsthetechnologiesthatarecommercially
available,technicallyfeasible,andcosteffective,makingthemviablegenerationalternativesin
theCarolinas.Thisgraphillustratesthat,basedoncurrent planningassumptions,combustion
turbines(CTs) are the most economicalgenerationalternativefor peakingduty cyclesand
pulverizedcoal(PC)unitsarethepreferencefor intermediateloadoperation.AppendixD also
showsthat, currently,coal and nucleartechnologiesarecost effectiveoptionsfor baseload
operation.Thesefindingsaredependentonprojectionsfor fuel prices,capitalcosts,andcosts
associatedwith environmentalcompliance,all of whicharedynamicandsubjectto change.

ResourceOptimization

Whilethetypeof analysisillustratedin AppendicesC andD providesavaluablescreening tool

for comparing technologies, it does not address the specific needs of any particular resource plan.
To develop a cost-effective resource plan, the type of generation added must be matched with a

utility's particular load and energy requirements. This is accomplished by conducting resource
optimization analyses.

The resource planning process incorporates the impact of all demand-side management programs

on system peak load and total energy consumption, and optimizes supply-side options into a
final, integrated optimal plan that will provide reliable and cost-effective electric service to its

customers. STRATEGIST, a proprietary computer model of New Energy Associates, is used to

conduct an economic evaluation of PEC's existing resource portfolio and viable capacity
alternatives for satisfying reliability requirements. The primary output of STRATEGIST is a

Cumulative Present Worth Revenue Requirements (CPWRR) comparison of all of the viable

resource combinations. STRATEGIST considers thousands of combinations of generation
alternatives and ranks each of the resource combinations based on cost performance.

PEC's "June 2006 South Carolina Resource Plan" can be found in Appendices A and B. This

plan represents the self-build option that PEC would pursue absent alternatives. The Company

will, however, pursue other alternatives, including DSM, joint participation in new generation,
and power purchases, if cost effective, in place of the generation additions identified herein.
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The supplier's and producer's assumptions and conclusions with respect to the effect of

the plan on the cost and reliability of energy service, and a description of the external,
environmental and economic consequences of the plan to the extent practicable.

Effect of plan on cost of energy service

As discussed in Item 3, the Company's resource planning process incorporates demand-side and

supply-side resource options to produce an optimal plan for providing reliable and cost-effective

electric service to its customers. PEC's current Resource Plan continues to provide reliable and

cost-effective energy service. This plan includes combustion turbine (CT) and combined cycle
(CC) additions through 2012. In the longer term, the Company is evaluating the economics of

new coal and nuclear capacity, in addition to gas-fired alternatives. The plan also includes

renewal of operating licenses for the Company's Tillery and Blewett hydro plants (filed April 26,
2006), and the Robinson, Brunswick, and Harris nuclear facilities.

Peaking resources such as CTs are operated during peak load periods or emergency conditions.

Combustion turbines have relatively low capital costs but higher operating costs than

intermediate or base load generation, and are the most cost-effective new resource when a

generator is needed to operate less than roughly 15% of the time. Combustion turbines can be

started quickly in response to a sharp increase in customer demand and help supply power during
cold winter mornings and hot summer afternoons.

In prior resource plan filings, combined cycle units, which consist of combustion turbines

equipped with heat recovery steam generators, were shown to be the most cost-effective new

resource for satisfying intermediate generation needs. However, due to changes in capital cost of

new resources and higher projected natural gas prices, current economic screening shows
pulverized coal generation may be the most economical intermediate load resource addition.

Intermediate units have higher capital costs than peaking units, but lower operating costs.
Intermediate generation resources will reduce generation produced by less efficient combustion

turbines burning both gas and oil. These fuel savings will directly benefit ratepayers.

Intermediate resources take several hours to start up and bring to full power output. These

facilities are best utilized to operate at higher capacity factors than peaking units, and to respond
to more predictable system load patterns.

Baseload units, which consist of coal and nuclear, are the most cost-effective new resource when

generation is needed to provide service for a very predictable and stable load with capacity
factors ranging from about 60-100%. These units have the highest capital costs but lower
operating costs.

The Company continues to study the feasibility of intermediate and baseload generation

alternatives. The economics are driven by changes in fuel price assumptions, capital costs for

permitting and constructing new facilities, and costs associated with environmental compliance.
Alternatives being assessed include not only gas-fired units but also coal and nuclear facilities.

Progress Energy is a member of the NuStart Energy Development consortium, which consists of

other energy companies and reactor vendors, to support the new construction and operating



licensingprocessfor advancednuclearpowerreactors.Thegoalof this groupis to getanew,
advanced-reactornuclearplantunderconstructionbytheyear2010.

NuclearRegulatoryCommission(NRC) operatinglicensescurrentlyexpirein December2014
andSeptember2016for BrunswickUnits2 and 1,respectively,in July 2010for theRobinson
unit andin October2026for theHarrisPlant.Theapplicationto extendtheRobinsonlicensefor
20yearsto theyear2030wasapprovedin April 2004. Thelicenserenewalapplicationfor the
BrunswickUnitswasapprovedin June2006allowingUnit 2 to operateuntil December27,2034
andUnit 1until September8, 2036. Therenewalapplicationfor Harrisis expectedto bemade
laterin 2006.Baseloadnuclearcapacityis typically fully loadeddueto its low operatingcost,
exceptduring times of forcedoutageor refueling. Extensionof operatinglicensesfor the
Company'sexistingnuclearfacilitieswill continueto provideapproximately3,500MW of low
costgeneration,therebyoffsettinghighercostfuel sourcesandprovidingcontinuedbenefitstoratepayers.

Consistentwith ongoingstudyand planning,the Companyinformedthe NuclearRegulatory
Commission(NRC)in August2005of its plansto submita combinedoperatinglicense(COL)
applicationfor a nuclearpowerplant.It updatedthoseplansNov. 1,2005,to includea second
COL,onefor Florida and one for the Carolinas. Each COL covers up to two reactors at each site.

This step is necessary to obtain a license should the Company decide that a new nuclear unit is

the best option for meeting the need for additional generation. The application for the COL could

be filed in late 2007 or early 2008. If approved by the NRC, construction could begin as early as

2010, and a new plant could be online around 2016. The licensing process, once completed,
gives the permit holder the option to construct and operate units on a specific site; it does not
obligate the Company to build.

In January 2006, PE announced that the Harris Nuclear Plant site near New Hill, N.C., had been

selected to evaluate for possible future nuclear generation expansion. The Harris site was chosen

due to its proximity to cooling water, transmission lines, and to Progress Energy Carolinas'
largest area of customer concentration. Progress Energy also announced it has selected

Westinghouse Electric Company to supply the reactors for the potential future expansion of the

Company's nuclear generation in the Carolinas. These announcements are important next steps in

the process as the Company continues to evaluate options to meet the demands of its rapidlygrowing customer base.

A final decision to build another nuclear plant is still years away. It will be based on many

factors, including public and political support, regulatory approval and forecasts for energy
demand and economic conditions later this decade. In order to provide the most reliable, safe and

efficient mix of energy resources for its customers, PEC is taking steps now to keep the option
for nuclear open and viable in the future. PEC will continue to refine its cost estimates and

assess environmental compliance strategies to ensure the Company plans for the most
economical and reliable generation additions.
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Effect of plan on reliability of energy service

The reliability of energy service is a primary input in the development of the Resource Plan.

Utilities require a margin of generating capacity reserve available to the system in order to

provide reliable service. Periodic scheduled outages are required to perform maintenance and

inspections of generating plant equipment and to refuel nuclear plants. Unanticipated

mechanical failures may occur at any given time, which may require shutdown of equipment to

repair failed components. Adequate reserve capacity must be available to accommodate these

unplanned outages and to compensate for higher than projected peak demand due to forecast

uncertainty and weather extremes. In addition, some capacity must also be available as operating
reserve to maintain the balance between supply and demand on a real-time basis.

The amount of generating reserve needed to maintain a reliable power supply is a function of the

unique characteristics of a utility system including load shape, unit sizes, capacity mix, fuel
supply, maintenance scheduling, unit availabilities, and the strength of the transmission

interconnections with other utilities. There is no one standard measure of reliability that is

appropriate for all systems since these characteristics are particular to each individual utility.

Reliability Criteria

PEC employs both deterministic and probabilistic reliability criteria in its resource planning

process. The Company establishes a reserve criterion for planning purposes based on

probabilistic assessments of generation reliability, industry practice, historical operating
experience, and judgment.

PEC conducts multi-area probabilistic analyses to assess generation system reliability in order to

capture the random nature of system behavior and to incorporate the capacity assistance
available through interconnections with other utilities. Decision analysis techniques are also

incorporated in the analysis to capture the uncertainty in system demand. Generation reliability
depends on the strength of the interconnections, the generation reserves available from

neighboring systems, and the diversity in loads throughout the interconnected area. Thus, the

interconnected system analysis shows the overall level of generation reliability and reflects the
expected risk of capacity deficient conditions for supplying load.

A Loss-of-Load Expectation (LOLE) of one day in 10 years continues to be a widely accepted

criterion for establishing system reliability. PEC uses a target reliability of one day in ten years
LOLE for generation reliability assessments. LOLE can be viewed as the expected number of

days that load will exceed available capacity. Thus, LOLE indicates the number of days that a

capacity deficient condition would occur, resulting in the inability to supply some portion of

customer demand. Results of the probabilistic assessments are correlated to appropriate

deterministic measures of reliability, such as capacity margin or reserve margin, for use as

targets in developing the Resource Plan. However, the real measure of reliability is the loss of
load expectation.
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Adequacy of Projected Reserves

Reliability assessments have shown that reserves projected in PEC's Resource Plan are

appropriate for providing an adequate and reliable power supply. The Company's Resource Plan

reflects capacity margins in the range of approximately 11% to 17%, corresponding to reserve

margins of approximately 12% to 21%. It should be noted that actual reserves as measured by
megawatts of installed capacity continue to increase as load and the size of the system increase.

The reliability of PEC's generating system has significantly improved over the past several

years. The addition of smaller and highly reliable CT capacity increments to the Company's
resource mix improve the reliability and flexibility of the PEC fleet in responding to increased
load requirements. Since 1996, PEC has added approximately 3,300 MW of new combustion

turbine and combined cycle capacity to system resources, either through new construction or

purchased power contracts. Shorter construction lead times for building new combustion turbine

and combined cycle power plants allow greater flexibility to respond to changes in capacity
needs and thus reduce exposure to load uncertainty. The Company's Resource Plan includes

approximately 1,800 MW of additional new CT and CC capacity by 2012. Performance of

PEC's existing nuclear and fossil fleet has greatly improved over the past few years, which has

also significantly contributed to improved system reliability. All of these factors combine to

ensure the Company's ability to provide an adequate and reliable power supply.

Figure 1 below shows PEC's capacity (MW) and energy (MWh) by fuel type projected for 2006.

Nuclear and coal generation currently make-up approximately 63% of total capacity resources,
yet account for about 90% of total energy requirements. Gas and oil generation accounts for
about 25% of total supply capacity, yet only 3% of total energy.

Figure 1

Coal,

2006 Capacity by Fuel Type

Purchases,

10.7%

Nuclear,

24.9%

Gas & Oil,
r

Hydro, !.6% 25.2%

Coal,47.2%-

2006 Energy by Fuel Type

Purchases,

6.1%
c

Nuclear,

42.6%

Gas & Oil,
i

Hydro, 0.9% 3.1%

The Company's capacity and energy by fuel type projected for 2012 are shown in Figure 2

below. Gas and oil resources are projected to increase to about 35% of total supply capacity,
while only serving about 8% of the total energy requirements. In 2012, nuclear and coal are

projected to account for approximately 57% of total capacity resources and serve about 88% of

total system energy requirements. Thus, even though near-term new capacity consists primarily
of CT and CC units fueled by natural gas and oil, nuclear and coal resources will continue to
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accountfor the largestshareof systemcapacity(MW) andsatisfymostof the system energy(MWh) requirements.

Figure 2

2012 Capacity by Fuel Type

Purchases,

6.7%

L.... NucJear,

22.9%

Co al, 33.9%J

Hydro, 1.4%--' ., Gas & Oil,
35.2%

2012 Energy by Fuel Type

Purchases,

3.0%
[

Nuclear,

39.8%

r_ \ Gas &Oil,
Hydro, 1.0% 7.9%

Based on PEC's forecasted load and resources in the current Resource Plan, LOLE is expected to

be within the reliability target of one day in ten years. The resources including reserves in the
current plan are expected to continue to provide a reliable power supply.

Environmental consequences of plan

PEC's Resource Plan continues to rely on the use of gas-fired combustion turbines and combined

cycle units through 2012. These units are the most environmentally benign, economical, large-

scale capacity additions available. The new, advanced designs of these technologies are more

efficient (as measured by heat rate) than previous designs, resulting in a smaller impact on the

environment. Combined cycle generation, which utilizes the waste exhaust gases from the
combustion turbines to produce additional electricity, is the cleanest and most efficient fossil-

fueled generation currently available. The energy provided by combined cycle generation will

have minimal environmental impact. The plan also includes renewal of operating licenses for

the Company's existing nuclear facilities for continued operation of nuclear generation with

essentially no air emissions impact. The Company's Resource Plan also reflects capacity derates

to some of its coal-fired facilities in order to install controls necessary to ensure compliance with

new environmental regulations. Progress Energy Carolinas continues to study and optimize its
generation fleet to ensure economical operation and to minimize impact on the environment.
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